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ABSTRACT

During 1987, the environmental monitoring program was continued at
the Hazelwood Interim Storage Site (HISS), a U.S. Department of
Energy (DOE) facility located in the City of Hazelwood, Missouri.
Originally known as the Cotter Corporation site on Latty Avenue, the
HISS is presently used for the storage of soils contaminated with
residual radioactive material. The HISS is part of the Formerly
Utilized Sites Remedial Action Program (FUSRAP), a DOE program to
decontaminate or otherwise control sites where residual radioactive
material remains from the early years of the nation's atomic energy
program or from commercial operations causing conditions that
Congress has mandated DOE to remedy. As part of the decontamination
research and development project authorized by Congress under the
1984 Energy and Water Appropriations Act, remedial action is being
conducted at the site and at vicinity properties by Bechtel
National, inc. (BNI), Project Management Contractor for FUSRAP. The
environmental monitoring program is also carried out by BNI.

The monitoring program at the HISS measures radon concentrations in
air; external gamma radiation levels; and uranium, radium, and
thorium concentrations in surface water, groundwater, and sediment.
To verify that the site is in compliance with the DOE radiation
protection standard (100 mrem/yr) and assess its potential effect on
public health, the radiation dose was calculated for the maximally
exposed individual. Based on the scenario described in this report,
the maximally exposed individual at the HISS would receive an annual
external exposure approximately equivalent to 1 percent of the DOE
radiation protection standard of 100 mrem/yr. This exposure is less
than the exposure a person would receive during a round-trip flight
from New York to Los Angeles (because of the greater amounts of
cosmic radiation at higher altitudes). The cumulative dose to the
population within an 80-km (50-mi) radius of the HISS that would
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result from radioactive materials present at the site would be
indistinguishable from the dose that the same population would
receive from naturally occurring radioactive sources.

The results of 1987 monitoring show that the HISS is in compliance
with the DOE radiation protection standard.
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1.0 INTRODUCTION

This report presents the findings of the environmental monitoring
conducted at the Hazelwood Interim Storage Site (HISS) during
calendar year 1987. Environmental monitoring has been conducted at
the HISS since 1984. As part of the decontamination research and
development project authorized by Congress under the 1984 Energy and
Water Appropriations Act, Bechtel National, Inc. (BNI) is conducting
remedial action on the site and at vicinity properties. The work is
being performed as part of the U.S. Department of Energy (DOE)
Formerly Utilized Sites Remedial Action Program (FUSRAP).

1.1 LOCATION AND DESCRIPTION

The HISS is located in northern St. Louis County within the city
limits of Hazelwood, Missouri, at 9200 Latty Avenue (Figure 1-1).
(The site was originally known as the Cotter Corporation site on
Latty Avenue.) The vicinity properties lie along Latty Avenue fron
Coldwater Creek to Interstate Highway 170 in Hazelwood. Some of the
vicinity properties are located within the corporate limits of the
adjacent City of Berkeley. The HISS lies 3.2 km (2 mi) northeast of
the control tower of Lambert-St. Louis International Airport.
Figure 1-2 is an aerial photograph of the HISS and its vicinity.

The HISS is located on a broad, shallow bedrock depression known as
the Florissant Basin. During glacial times, drainage from the area
was blocked, and the Florissant Basin was filled with silts, clays,
and sands. The surface and near-surface soils are fine-grained
sandy silts and clayey silts. These materials are unconsolidated to
poorly consolidated, erode easily, and have poor load-bearing
capacity (Ref. 1).

Surface water runoff follows surface elevation contours and flows to
the north and the south across the site. Water flowing to the north
enters storm drainage ditches on both sides of Latty Avenue before
discharging into Coldwater Creek, the main receiving body for site
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FIGURE 1-2 AERIAL VIEW OF THE HISS AND ITS VICINITY



runoff. Water flowing to the south leaves the site via two ditches;
one located near the western boundary of the site, the other near
the southeastern boundary. These ditches flow into an unnamed
tributary before discharging into Coldwater Creek. The 100-yr flood
elevation for the HISS is approximately 158.5 m (520 ft) above sea
level (Ref. 2). Portions of the site are located in the 100-yr
floodplain.

Groundwater in St. Louis County occurs in unconsolidated deposits
and in bedrock aquifers. Groundwater flow in the vicinity of the
site generally follows surface topography; thus, the direction of
flow is toward Coldwater Creek (Ref. 1). In the area surrounding
the HISS, water content of the subsoils is very high, but
percolation rates are low. Treated water from the Mississippi Riv-^r
is used for municipal drinking water in this area (Ref. 3).

The average annual daily maximum temperature for the HISS area is
18.6°C (65.5°F), and the average daily minimum is 7.4°C (45.4°F).
The highest average monthly temperature is 31.7° (89°F) (July) and
the lowest is -6.7°C (19.9°F) (January). Average annual
precipitation is 85 cm (34 in.), with an average annual snowfall of
65.8 cm (26.3 in.) (Ref. 4). As shown in Figure 1-3, prevailing
winds in the vicinity of the HISS are primarily from the south
during the summer and fall. Wind speeds during these months average
13.9 km/h (8.7 mph). Winds during the winter months were from the
west and west-northwest, averaging 17.6 km/h (11 mph) (Refs. 4
and 5) .

The residential areas nearest the site are approximately 0.5 km
(0.3 mi) east in the City of Hazelwood. Residences in the City of
Berkeley lie southeast of the site. In 1980, the populations of
Berkeley and Hazelwood were 16,146 and 8,819, respectively
(Ref. 6). There are no churches, schools, hospitals, municipal
buildings, or other community facilities adjacent to the Hazelwood
site or Latty Avenue.



N
NNW

NW

WNW

W

WSW

NNE

NE

ENE

SW

SSW SSE

ESE

SE

MPH 13

WIND SPEED

16 19 25 32

mini

BASED ON DATA FROM THE
ST.LOUIS AIRPORT WEATHER
STATION (LOCATED WITHIN 1 Ml.
FROM THE HISS) FOR THE
PERIOD 1948-1078.

FIGURE 1-3 ANNUAL WIND ROSE FOR THE HISS



As shown in Figure 1-4, land use in the vicinity is predominantly
industrial. Other land uses (in descending order of prevalence) are
commercial, transportation-related, unused (vacant), and residential
(Ref. 1).

1.2 SITE HISTORY

In early 1966, ore residues and uranium- and radium-bearing process
wastes that had been stored at the St. Louis Airport Site (SLAPS)
were purchased by the Continental Mining and Milling Company,
Chicago, Illinois. The residues and wastes were moved to a storage
site on Latty Avenue. These wastes had been generated by a St.
Louis plant from 1942 through the late 1950s under contracts with
the Atomic Energy Commission (AEC) and its predecessor, the
Manhattan Engineer District (MED). Residues on the site at that
time included 74,000 tons of Belgian Congo pitchblende raffinate
containing approximately 113 tons of uranium; 32,500 tons of
Colorado raffinate containing roughly 48 tons of uranium; and 8,700
tons of leached barium sulfate containing about 7 tons of uranium.
In January 1967, the Commercial Discount Corporation of Chicago,
Illinois, purchased the residues. Much of the material was then
dried and shipped to the Cotter Corporation facilities in Canon
City, Colorado. The material remaining at the Latty Avenue site was
sold to the Cotter Corporation in December 1969. From August
through November 1970, Cotter Corporation dried some of the
remaining residues at the site and shipped them to its mill in Canon
City. In December 1970, an estimated 10,000 tons of Colorado
raffinate and 8,700 tons of leached barium sulfate remained at the
Latty Avenue Site.

In April 1974, the newly established Nuclear Regulatory Commission
was informed by Cotter Corporation that the remaining Colorado
raffinate had been shipped in mid-1973 to Canon City without drying
and that the leached barium sulfate and 30 to 45 cm (12 to 18 in.)
of topsoil had been removed and transported to a landfill area in
St. Louis County.
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Before the present owner occupied the site, a radiological
characterization was performed by the Oak Ridge National Laboratory
(ORNL). Thorium and radium contamination in excess of DOE
guidelines was found in and around the buildings, and in the soil to
depths of up to 45 cm (18 in). Consequently, in preparing the
property for use, the owner demolished one building, excavated
portions of the western half of the property, and paved certain
areas in addition to erecting several new buildings. The material
excavated during these activities was piled on the eastern portion
of the property.

In 1981, Oak Ridge Associated Universities (ORAU) characterized the
pile and surveyed the northern and eastern boundaries of the
property for radioactivity. Levels of contamination (principally
thorium-230) similar to those on-site were found in both boundary
areas. As a followup to this survey, ORNL conducted a detailed
radiological survey of the north and south shoulders of Latty Avenue
for DOE in January and February 1984. Results indicated that
contamination in excess of DOE guidelines was present along the road
up to a location near its intersection with Hazelwood Boulevard.
Properties adjacent to the HISS were also found to be contaminated.

As part of the decontamination research and development project
authorized by Congress under the 1984 Energy and Water
Appropriations Act, BNI is conducting remedial action at the site
and at vicinity properties. The remedial action project at tne HISS
is divided into two phases. Phase I began in FY 1984 with the
radiological characterization and initial cleanup of Latty Avenue,
and storage of the contaminated materials in the interim storage
pile at the HISS. In addition, the area around the pile was
cleared, a decontamination facility was constructed, environmental
monitoring stations were installed, and a fence was installed around
the HISS. During 1985 and 1986 cleanup along Latty Avenue
continued, and additional contaminated material removed from Latty
Avenue during the installation of a storm sewer by the City of
Berkeley was stored in a supplementary pile at the HISS



(Figure 1-2). In 1987 additional contaminated material was placed
on the supplementary pile, and a cover was placed over the pile. In
addition, cleanup along Latty Avenue was completed.

Phase I also includes characterization of the Futura Coatings site,
the HISS itself, and vicinity properties along Latty Avenue. These
activities began in 1986 and were completed in early 1988.

During Phase II, the contaminated soil at the Futura Coatings site,
the HISS, and the vicinity properties will be removed to a permanent
disposal site.



2.0 SUMMARY OF MONITORING RESULTS

During 1987, the environmental monitoring program at the HISS
continued; air, water, and sediment samples were taken, and radon
levels and external gamma radiation levels were monitored to verify
compliance with the DOE radiation protection standard of 100 mrem/yr
(Ref. 7). The potential radiation dose that might be received by
the maximally exposed individual was calculated to determine the
degree of compliance with the radiation protection standard.

Annual average radon concentrations ranged from 3 x 10~ uCi/ml
_Q

(0.3 pCi/1) to 1.8 x 10 uCi/ml (1.8 pCi/1), including background
(Table 3-1). The background radon concentration in the vicinity of
the HISS was 4 x 10~10 uCi/ml (0.4 pCi/1). Subsection 3.1
contains a discussion of radon concentrations at the HISS in 1987.
There have been no significant trends in radon concentrations
measured at the HISS since the initiation of environmental
monitoring in 1984 (see Subsection 3.6.1) (Refs. 8-10).

Annual average external radiation levels measured at the HISS in
1987 ranged from 17 to 113 mR/yr above background, which was
77 mR/yr (Table 3-2). External radiation levels are discussed in
Subsection 3.2. Since 1984, external gamma radiation levels have
decreased sharply at almost all monitoring locations (see
Subsection 3.6.2) (Refs. 8-10).

In surface water (Subsection 3.3.1), concentrations of uranium,
radium-226, and thorium-230 were at approximately background
levels. Since 1984, concentrations of uranium in surface water have
declined significantly. Concentrations of radium-226 and
thorium-230 have remained basically stable (see Subsection 3.6.3)
(Refs. 8-10).

In groundwater (Subsection 3.3.2), the highest annual average
— 8concentration of uranium was 4.0 x 10 uCi/ml (40 pCi/1)
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(Table 3-4). For radium-226, the highest annual average
_g

concentration was 1.2 x 10 uCi/ml (1.2 pCi/1). The highest
_Q

annual average thorium-230 concentration was 2.9 x 10 uCi/ml
(2.6 pCi/1). There have not been enough data collected to draw any
conclusions regarding trends for radionuclide concentrations in
groundwater at the HISS. However, there has been little change in
such concentrations since 1985 (see Subsection 3.6.4) (Refs. 8-10).

Concentrations of radionuclides in surface water and groundwater may
be compared with the levels of radioactivity in the commonly
consumed liquids listed in Appendix D.

In stream sediments, (Subsection 3.4) the highest annual average
concentration of total uranium was 2.1 pCi./g; the highest annual
average radium-226 concentration was 2.0 pCi/g; and the highest
annual average concentration of thorium-230 was 20.0 pCi/g
(Table 3-5). The maximum annual average concentration of
thorium-230 is biased high because a concentration of 58 pCi/g was
measured at one upstream location during the third quarter. Thorium
concentrations at this location ranged from 0.6 to 0.8 pCi/g for the
remainder of 1987. The concentrations of radionuclides in sediments
at the HISS may be compared with the levels of radioactivity in
phosphate fertilizers listed in Appendix D.

Calculations were made of radiological doses received by the
maximally exposed individual. Exposure to external ganna radiation
was the exposure pathway quantified. This individual is one who,
when all potential routes of exposure are considered, would receive
the greatest dose. Exposure to external gamma radiation was the
exposure pathway quantified. The highest annual average external
gamma radiation level at the HISS boundary was 113 mR/yr above
background. When occupancy is considered, this radiation level
would result in an annual exposure to the maximally exposed
individual of 1 mR/yr above background (Subsection 3.5.1). Since
1 mR is approximately equivalent to 1 mrem, this exposure is
equivalent to 1 percent of the DOE radiation protection standard of
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100 mrem/yr. This exposure is less than the exposure a person would
receive during a round-trip flight from New York to Los Angeles (due
to greater amounts of cosmic radiation at higher altitudes). The
cumulative dose to the population within an 80-km (50-mi) radius of
the HISS that would result from radioactive materials present at the
site would be indistinguishable from the dose that the same
population would receive from naturally occurring sources.

Results of the 1987 monitoring show that the HISS is in compliance
with the DOE radiation protection standard.

12



3.0 DATA COLLECTION, ANALYSIS, AND EVALUATION

This section provides the results of environmental monitoring
conducted at the HISS in 1987 (Ref. 11) and includes descriptions of
the sampling, monitoring, and analytical procedures used.
Calculations were made to determine the estimated possible maximum
radiation dose based on environmental conditions, measurements
recorded, and evaluation of potential exposure pathways.

Data are presented in summary tables by sample category. Summaries
of data include minimum and maximum values recorded, number of data
points collected, and average value. The average value for a given
sampling location is the average of individual results for that
location. Individual sources of error (e.g., analytical error or
sampling error) were not estimated. The "less than" notation (•£) is
used to denote sample analysis results that are below the limit of
sensitivity of the analytical method, based on a statistical
analysis of parameters. In computing the averages, where no more
than one value is less than the limit of sensitivity of the
analytical method, that value is considered as being equal to the
limit of sensitivity and the average value is reported without the
"less than" notation.

During 1987, the environmental monitoring program for the HISS
included radon monitoring, measurement of external gamma radiation
levels, sampling of surface water and sediment, and sampling of
groundwater from monitoring wells within the site boundary (which is
a fenced and posted area).

In 1987, a change was initiated in the schedule for quarterly
monitoring of all FUSRAP sites, such that sampling is conducted in
January, April, July, and October. Previously, quarterly sampling
was conducted in March, June, September, and December. The schedule
was modified to allow sufficient time for more complete data
analysis activities. To implement this change, data from the fourth
quarter of 1986 were carried over to the first quarter of 1987. Any
bias resulting from the use of 1986 data is considered negligible.
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Trend tables are provided for radon, external gamma radiation
levels, surface water, and groundwater. These tables list annual
averages for each monitoring location for 1984-1987 to allow for
comparisons of data and identification of trends in monitoring
results (see Subsection 3.6).

3.1 RADON SAMPLING

Radon detectors were maintained at 11 locations on the site and
along the site boundary at the HISS, as shown in Figure 3-1. Two of
these locations were added in August 1986. One location is
maintained some distance off-site to measure the background level.
Detectors are spaced along the site boundary to ensure adequate
detection capability under most atmospheric conditions.

The radon gas monitors are Terradex Type-F Track-Etch detectors.
Detectors are obtained from the Terradex Corporation, placed at the
sampling locations, collected by site personnel on a quarterly
exchange, and then returned to Terradex for analysis.

Table 3-1 reports the measured concentrations of radon in the air at
the HISS. Annual average concentrations ranged from 3 x 10~ to

_Q
1.8 x 10 uCi/ml (0.3 to 1.8 pCi/1), including background, which
was 4 x 10~10 uCi/ml (0.4 pCi/1).

For a comparison of radon concentrations measured at the site fron
1984 through 1987, see Subsection 3.6.1.

3.2 EXTERNAL GAMMA RADIATION LEVELS

External gamma radiation levels were measured at 11 locations, all
of which correspond to the radon (Terradex) detector locations shown
in Figure 3-1. Detectors are located around the site boundary to
ensure adequate measurement of external gamma radiation levels where
the potential for exposure to members of the public is expected to
be highest.

14
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TABLE 3-1
CONCENTRATIONS OF RADON-222 AT THE HISS, 1987

Sampling
Locat iona

1
2
3
4

5
6
7
8
9d

10
11

Background

Number of
Samples

4
4
4
4
4
4
4
4
4
4
4

4

Concent
Minimum

0.1
0.0
0.2
0.7
0.1
0.1
0.2
0.1
0.1
0.1
0.2

0.3

ration (10~9
Maximum

2.5

1.3
1.1
3.4
0.6
2.6
3.2
0.8

0.7

1.2
3.3

0.5

uci/ml)b-c

Average

1.0
0.7
0.6
1.5
0.3
0.8
1.8
0. 3
0. 3
0.4
1.2

0.4

aSampling locations are shown in Figure 3-1.
bl x 10"9 uCi/ml is equivalent to 1 pCi/1.
cBackground has not been subtracted.
dLocation 9 is a quality control for Location 6.
eLocated in Florissant, MO.
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The external gamma radiation levels are measured using lithium
fluoride (LiF) thermoluminescent dosimeters (TLDs), which are
exchanged quarterly. In addition, as part of the 1987 environmental
monitoring program at the HISS, an improved external gamma radiation
monitoring system was introduced in April 1987. This system
utilizes tissue-equivalent TLDs, which permit direct evaluation of
the accumulated dose of gamma radiation to the deep tissue of the
body (assumed to be at a depth of 1 cm). In addition to providing
values that are more realistic in terms of potential tissue dose,
the tissue-equivalent dosimeter system is more sensitive to external
gamma radiation. In both types of TLD system, each monitor contains
five TLD chips, the responses of which are averaged. Analysis is
performed by Thermo Analytical/Eberline (TMA/E). Effective
April 15, 1988, the new type of system will oe used exclusively.
Environmental reports for 1988 and subsequent years will present the
data generated by the tissue-equivalent TLDs.

The results of external gamma monitoring are presented in
Table 3-2. The background external gamma radiation level for the
HISS area (77 mR/yr) has been subtracted from the measured levels in
Table 3-2 to provide an estimate of the effect of the site on levels
measured at the site boundary. The highest annual average external
gamma radiation level was 113 mR/yr at Location 2, where a 2-h/week
occupancy factor is appropriate. On this basis, the external
exposure to an individual working on this property would be
1 mR/yr. Because 1 mR is approximately equivalent to 1 mrem, this
exposure is approximately equivalent to 1 percent of the DOE
radiation protection standard of 100 mrem/yr.

For comparisons of external gamma radiation levels measured from
1984 to 1987, see Subsection 3.6.2.

3.3 WATER SAMPLING

During 1987, sampling was performed to determine the concentrations
of uranium, radium-226, and thorium-230 in surface water in the

17



TABLE 3-2
EXTERNAL GAMMA RADIATION LEVELS AT THE HISS, 1987

Sampling
Locat iona

1
2
3
4
5
6
7

8
9d

ioe
11

Background

Number of
Measurements

4
4
4
4
4
4
4

4
4
3
4

3g

Radiat
Minimum

3
1
0
oc
oc
oc
5
oc
oc
oc
2

58

ion Levels
Maximum

90
207
47
148
103
80
106
67

110

51
87

83

(mR/vr)b
Average

44
113
20
74
46
29
50

27

61

17

45

77

aSampling locations are shown in Figure 3-1.

^Measured background has been subtracted from the readings
taken at the sampling locations shown in Figure 3-1.
Measurements are obtained in mR/quarter, normalized to
1 year, and reported in the table as mR/yr.

cMeasurement was less than or equal to the measured
background value.

dLocation 9 is a quality control for Location 6.
eDetector lost in transit to the laboratory during the
fourth quarter.

^Located in Florissant, MO.

^Detector missing in first quarter.
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vicinity of the HISS and in groundwater at the site. The six
surface water sampling locations and seven groundwater sampling
locations are shown in Figure 3-2.

3.3.1 Surface Water

Surface water samples were collected quarterly at sampling locations
established on the basis of potential contaminant migration and
discharge routes from the site. Sampling points were both upstream
to establish background conditions and downstream to determine the
effect of runoff from the site on surface waters in the vicinity.
Sampling Locations 1 and 2 were on a surface stream but were removed
during July 1986 during installation of a subsurface sewer system.

Nominal 1-liter (0.26-gal) grab samples were collected to fill a
4-liter (1-gal) container. Samples were analyzed by TMA/E. The
concentration of total uranium was determined by a flaorometric
method. Radium-226 concentrations in water were determined by radon
emanation. This method consists of precipitating radium as the
sulfate and transferring the treated sulfate to a radon bubbler,
wherein radon-222 is allowed to come to equilibrium with its
radium-226 parent. The radon-222 gas is then withdrawn into a
scintillation cell and counted using the gross alpha technique. The
quantity of radon-222 detected in this manner is directly
proportional to the quantity of radium-226 originally present in the
sample. Thorium-230 was eluted in solution, electrodeposited on
stainless steel discs, and counted by alpha spectrometry.

The results of analyses of surface water samples are presented in
Table 3-3. Average total uranium, radium-226, and thorium-230
concentrations did not vary significantly from background. These
values may be compared with the levels of radioactivity in the
commonly consumed liquids listed in Appendix D.

For comparisons of radionuclide concentrations measured in surface
water from 1984 through 1987, see Subsection 3.6.3.
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TABLE 3-3
CONCENTRATIONS OF TOTAL URANIUM, RADIUM-226, AND THORIUM-230

IN SURFACE WATER IN THE VICINITY OF THE HISS, 1987

Sampling
Location3

Number of
Samples

Concentration (10~9 uCi/ml)b<c

Minimum Maximum Average

Total Uranium

3
4
5
6

Rad ium-226

0
0
4
4
4
4

<3.0
<3.0
<3.0
<3.0

5.0
10.0
<3.0
<3.0

4.0
5.0

<3.0
<3.0

3
4
5
6

Thor ium-230

0
0
4
4
4
4

0.1
0.2
0.2

0.4
0.4
0.4
0.2

0. 2
0.2
0.3
0.2

ld 0
2d 0
3 4
4 4
5 4
6 4

_
—

<0. 2
0.1
0.1

<0. 1

_
-

0.
<o .
0.
0.

6
9
4
1

^
-

0. 3
0 .4
0 . 3

<0. 1

aLocations shown in Figure 3-2; Locations 1, 4, and 6 are
background.

bl x 10~9 uCi/ml is equivalent to 1 pCi/1.
cwhere no more than one value is less than the limit of
sensitivity of the analytical method, values are considered
equal to the limit of sensitivity, and the average value is
reported without the notation "less than."

^Sampling location was destroyed by construction activities
conducted during the first quarter. Although the sampling
location was reestablished in October 1987, there was no
surface water present during the fourth quarter.
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3.3.2 Gcoundwater

During 1987, groundwater samples were collected quarterly from
seven monitoring wells established along the perimeter of the
property on the basis of available geohydrological data. After
the wells had been bailed dry or three casing volumes had been
removed, nominal 1-liter (0.26-gal) grab samples were collected to
fill a 4-liter (1-gal) container. Samples were analyzed by TMA/E
for total uranium, dissolved radium-226, and dissolved thorium-230
using the methods applied to surface water analyses.

Results of the analyses of groundwater samples are presented in
Table 3-4. The highest annual average total uranium concentration

— ftwas 4.0 x 10 uCi/ml (40 pCi/1). The highest annual average
_q

radium concentration was 1.2 x 10 UCi/ml (1.2 pCi/1), and the
highest annual average thorium concentration was

_Q
2.9 x 10 uCi/ml (2.9 pCi/1). These values may be compared
with the levels of radioactivity in the commonly consumed liquids
listed in Appendix D. For a comparison of radionuclide
concentrations measured in groundwater at the HISS in 1985, 1986,
and 1987, see Subsection 3.6.4.

3.4 SEDIMENT SAMPLING

Sediment samples that consisted of composites weighing
approximately 500 g (1.1 Ib) were collected quarterly at surface
water sampling locations where sediment is present. The bases for
selection of the individual sampling locations are given in
Subsection 3.3.1.

TMA/E analyzed the samples for uranium, radium-226, and
thorium-230. The uranium concentration was calculated by summing
the analysis results for isotopic uranium. Isotopic uranium and
thorium-230 were determined by alpha spectrometry, where the
uranium and thorium-230 are leached, extracted, and electroplated
on metal substrates. Radium-226 concentrations were determined by
radon emanation (described earlier).
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TABLE 3-4
CONCENTRATIONS OF TOTAL URANIUM, RADIUM-226, AND THORIUM-230

IN GROUNDWATER AT THE HISS, 1987

Sampl ing
Location3

Total Uranium

6
9
10
11
12
13
15

Radium-226

6
9
10
11
12
13
15

Thorium-230

6
9
10
11
12
13
15

Number of
Samples

4

4
4

4
4
4
4
4
4
4

Concent rat ion
Minimum

23
<3
3
3

<3
5

<3

0.
<0.
0.
0.
0.
0.
<0.

0.
0.
<o .
<o .
<o .
0.
0.

9
1
1
2
2
1
2

1
1
1
3
1
1
2

(10-9 uCi/ml)b

Maximum

52
<3
7
5
6
10
5

1
0
0
0
0
0
0

8
0
0
1
1
0
1

.7

.3

.3

.6

.8

.6

.6

.0

.3

.4

.2

.1

.5

.9

,c
Average

40
<3
4
4
5
8
3

1
0
0
0
0
0
0

2
0
0
0
0
0
0

.2

. 2

.2

. 2

.5

.3

.4

.9

. 2

.3

.8

.8

. 3

.8

aSampling locations are shown in Figure 3-2.
bl x 10~9 uci/ml is equivalent to 1 pCi/1.
cWhere no more than one value is less than the limit of
sensitivity of the analytical method, values are considered
equal to the limit of sensitivity, and the average value is
reported without the notation "less than."
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Results of the analyses, based on dry weight, are presented in
Table 3-5. Average annual uranium concentrations ranged from 1.5 to
2.1 pCi/g, while radium-226 concentrations ranged from 1.2 to
2.0 pCi/g. Average annual thorium-230 concentrations ranged from
0.5 to 20 pCi/g. These values may be compared with the levels of
radioactivity in phosphate fertilizers listed in Appendix D.

The maximum annual average concentration of thorium-230 is biased
high because a concentration of 58 pCi/g was measured at Location 6
during the third quarter. Thorium-230 concentrations at this
location ranged from 0.6 to 0.8 pCi/g for the remainder of 1987.
Thorium-230 concentrations at Locations 3 and 5 were also elevated
during the third quarter -- although to a much lesser degree --
indicating that erosional mechanisms associated with runoff from
autumn storms may have transported thorium contamination downstream.

3.5 RADIATION DOSE

To assess the health effects of the radioactive materials stored at
the HISS, radiological exposure pathways were evaluated to calculate
the dose to the maximally exposed individual. This individual is
one who is assumed to be adjacent to the site and who, when all
potential routes of exposure are considered, would receive the
greatest dose. An appraisal of potential pathways (ingestion of
water, exposure to external gamma radiation, and inhalation of
radon) suggested that exposure to external gamma radiation was the
principal exposure mode.

The dose from ingesting groundwater or surface water from sources on
the HISS property was not calculated because it was considered
unrealistic to assume that ingestion of this water could occur. The
HISS is fenced and locked, and security is well maintained, and a
member of the public could only consume water on the site by
trespassing on the property every day to gain access to the water.
To consume groundwater from a well at the site, the trespasser would
also have to be equipped with a means of removing the well cap and
would need a power source, a pump, and a hose.
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TABLE 3-5
CONCENTRATIONS OF RADIUM-226, THORIUM-230, AND

URANIUM IN SEDIMENT IN THE VICINITY OF THE HISS, 1987

Paqe 1 of 2
Sampling
Locat iona

Number of
Samples

Concentration [pCi/q
Minimum Maximum

(dry) 1
Average

Radium-226

1
2
3
4
5
6

Thor ium-230

1
2
3
4
5
6

Uranium-234

1
2
3
4
5
6

Uranium-235

1
2
3
4
5
6

Uranium-238

1
2
3
4
5
6

3C
3^
3C
3C

lb
3C
3C

3C

3C

lb
3C
3C
3C
3C

1.2
2.0
0.9
1.1
1.3
0.9

4.2
0.5
0.2
0.7
1.5
0.6

0.9
0.8
0.9
0.8
0.7
0.5

3C
3C
3C

0.04
<0.04
<0.03
<0.01

0.9
0.7
0.7
0.8
0.8
0.5

1.2
2.0
1.6
1.4
1.5
1.4

4.2
0.5
6.2
1. 1
4.9
58.0

0.9
0.8
1.5
1.6
1.2
1.0

<0. 1

0.1
0.1
0.1
0.1

0.9
0.7
1.2
1.7
1.3
1.4

1.2
2.0
1. 2
1. 2
1.4
1. 2

4.2
0.5
2.7
0.9
2.9
20.0

0. 9
0.8
1. 1
1.0
0.9
0.7

<0. 1
<0.1
0.07
0.06
0.06
0.06

0.9
0.7
0.9
1. 1
0.9
0.8
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TABLE 3-5
(Continued)

Page 2 of 2
Sampling
Locat iona

Number of
Samples

Concentration [pCi/q (dry)]
Minimum Maximum Average

Total Uranium

1
2
3
4
5
6

1D

lb

3C

3C

3C

3C

1
1
1
1
1
1

.9

.6

.6

.6

.5

.0

1
1
2
3
2
2

.9

.6

.8

.4

.6

.5

1
1
2
2
1
1

.9

.6

.0

. 1

.8

.5

aSampling locations shown
upstream of the site and

in Figure 3-2.
is a background

Location 1
locat ion.

is

bConstruction activities destroyed the sampling location
during the first quarter. The sampling location was
reestablished in October 1987, and a sediment sample was
obtained in the fourth quarter.

cNo sediment at sampling location in the first quarter.
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Most of the annual average radon concentrations measured at the
boundary of the HISS were within the normal variation associated
with background measurements for this area. Given the amount of
time that the maximally exposed individual would spend near the
higher-than-background locations/ the dose from radon would be
indistinguishable from the dose received from background.
Consequently, this pathway would not contribute additional dose to
the maximally exposed individual.

3.5.1 Dose to Maximally Exposed Individual

To identify the individual in the vicinity of the HISS who would
receive the highest dose from on-site radioactive materials, the
dose from exposure to external gamma radiation was calculated at
various monitoring locations that could be accessible by the
public. This dose was then reviewed with regard to land use and
occupancy factors for areas adjacent to the monitoring points. For
the properties surrounding the HISS, the highest overall dose would
be received by an individual west of the site. Since this is a
commercial area parking lot, the calculated dose was based on an
estimated 2-h/week exposure period. (Exposure to workers in nearby
commercial buildings would be negligible due to the distance of the
buildings from the site perimeter and the attenuation provided by
the building walls.)

The highest average exposure rate above background was 113 mR/yr, as
measured at monitoring Location 2 (Figure 3-1). Exposure at this
rate for 2 h/week would result in an annual exposure to the total
body of approximately 1 mR. Since 1 mR is approximately equivalent
to 1 mrem, this exposure is approximately equivalent to 1 percent of
the DOE radiation protection standard of 100 mrem/yr. This exposure
is less than the exposure a person would receive during a round-trip
flight from New York to Los Angeles (due to greater amounts of
cosmic radiation at higher altitudes).
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3.5.2 Dose to the Population in the Vicinity of the HISS

The dose to the population represents the conceptual cumulative
radiation dose to all residents within an 80-km (50-mi) radius of a
given site. This calculated dose includes contributions from all
potential pathways. For the HISS these pathways are: direct
exposure to gamma radiation, inhalation of radon gas, and ingest ion
of water containing radioactivity.

The contribution to the population dose made by gamma radiation from
the radioactive materials present on-site is too small to be
measured, since gamma radiation levels decrease rapidly as distance
from the source of contamination increases. For example, if the
gamma exposure rate at a distance of 0.9 m (3 ft) from a small-area
radioactive source were 100 mR/yr, the exposure rate at a distance
of 6.4 m (21 ft) from the source would be indistinguishable from
naturally occurring background radiation.

Similarly, radon gas is known to dissipate rapidly as distance from
the radon source increases (Ref. 11). Therefore, exposure from the
low radon concentrations at the HISS does not contribute
significantly to population dose.

On the basis of radionuclide concentrations measured in water
leaving the HISS, it also appears that there is no plausible pathway
by which ingestion of water could result in a significant dose to
the population. As water migrates farther from the source,
radionuclide concentrations are further reduced, thereby lowering
potential doses to even less significant levels. Since the
contributions to population dose via all three potential exposure
pathways are inconsequential, calculation of dose to the population
is not warranted. The cumulative dose to the population within an
80-km (50-mi) radius of the HISS that would result from radioactive
materials present at the site would be indistinguishable from the
dose that the same population would receive from naturally occurring
radioactive sources.
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3.6 TRENDS

The environmental monitoring program at the HISS has been
established to allow an annual assessment of the environmental
conditions at the site, provide a historical record for comparisons
from year to year, and permit detection of trends over time. In the
following subsections, 1987 annual averages for each monitoring
location for radon, external gamma radiation, surface water, and
groundwater are compared with results for 1984, 1985 and 1986. As
the environmental monitoring program continues at the HISS and more
data are collected, comparisons and analyses of trends will become
more valid.

3.6.1 Radon

As shown in Table 3-6, there have been no significant trends in
radon concentrations at the HISS since 1984. Though 1987
concentrations at several sampling locations were greater than 1986
concentrations, these can be attributed to construction and remedial
action activities. Such increases are temporary and will decrease
once remedial action is complete. Overall, radon concentrations
have remained basically stable, with slight increases at some
monitoring stations and slight decreases at others.

3.6.2 External Gamma Radiation Levels

As shown in Table 3-7, external gamma radiation levels measured at
the HISS have declined sharply since 1984 at all monitoring
locations except Location 2, where levels decreased from 1984 to
1986, but increased in 1987. The overall decline reflects the
progress of remedial action at the site. The reason for the
increase in 1987 is not currently known, but is being investigated.

3.6.3 Surface Water

As shown in Table 3-8, concentrations of uranium in surface water in
the vicinity of the HISS have declined dramatically since 1984.
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TABLE 3-6
ANNUAL AVERAGE CONCENTRATIONS OF RADON-222

AT THE HISS. 1984-19873

Sampling
Locat ionb

1
2
3
4
5
6
7
8
9
10e

Background?

Concentrat
1984e

2.2
0.6
0.3
0.8
0.4
0.4
0.5
2.0
0.4

_f
_f

-9

ion (10~9
1985

0.3
0.5
0.4
0.5
0.4
0.7
0.4
0.3
0.5

_£
_f

0.5

uCi/ml
1986

0.9
0.8
0.3
1.3
0.6
0.6
1.1
0.2
0.5
0.2f
1.8*
0.3

)C,d
1987

1.0
0.7
0.6
1.5
0.3
0.8
1.8
0.3
0.3
0.4
1.2
0.4

aData sources for prior years are the annual site
environmental reports for those years (Refs. 8-10).

^Sampling locations are shown in Figure 3-1.
cl x 10~9 uCi/ml is equivalent to l pci/l.

^Background has not been subtracted.
eMonitoring program began in September 1984, and
1984 data are for approximately one quarter only.

fSampling location established in August 1986.

^Background location established in 1985.
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TABLE 3-7
ANNUAL AVERAGE EXTERNAL GAMMA RADIATION LEVELS

AT THE HISS, 1984-19873

Sampling
Location13

1
2
3
4
5
6
7
8
9
10e
lle

Background^

1984d

501
328
219

1062
466

1106
613
307
202

_e
_
-

Radiation Levels
1985

58
87
25
83
141
287
89
7

261
_e
_
99

(mR/vr)c
1986

34
68
23
71
77
179
46
17

151
21e
15e
97

1987

44
113
20
74
46
29
50
27
61
17
44
77

aData sources for prior years are the annual site
environmental reports for those years (Refs. 8-10).

bSampling locations are shown in Figure 3-1.
cMeasured background has been subtracted from the
readings taken at the sampling locations shown in
Figure 3-1. Measurements are obtained in mR/guarter,
normalized to 1 year, and reported in the table as
mR/yr.

^Monitoring program began in September 1984, and
1984 data are for approximately one quarter only.

eSampling location established in August 1986.

^Background monitoring location established in 1985.
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TABLE 3-8
ANNUAL AVERAGE CONCENTRATIONS OF TOTAL URANIUM,
RADIUM-226, AND THORIUM-230 IN SURFACE WATER

IN THE VICINITY OF THE HISS, 1984-1987*

Sampling
Location1* 1984

Concentration (lQ-9uCi/ml)c
19861985 1987

Total Uranium

ld 67.0
2d 69.0
3 97.0
4 116.0
5 67.0
6 69.0

Rad ium-226

ld 0.3
2d 0.3
3 0.1
4 0.1
5 0.2
6 0.2

Thorium-230

<3.0
<3.0
4.3
4.3

<3.0
<3.0

0,
0.
0.1
0.2
0.1
0.2

<3.0
<3.0
4.0
4.0

<3.0
<3.0

0
0
0
0
0.2
0.2

4.0
5.0

<3.0
<3.0

0.2
0.2
0.3
0.2

ld
2d

3
4
5
6

0
15

0
0
0
0

.2

.4

.4

.5

.5

.5

0.
0.
3.
0.
0.
2.

1
4
3
2
2
9

0
<0

0
0
0
0

.2

.1

.4

.2

.4

. 2

-

0.
0.
0.
0.

3
4
3
1

aData sources for prior years are the annual site
environmental reports for those years (Refs. 8-10).

^Sampling locations shown in Figure 3-2.
cl x 10~9 uCi/ml is equivalent to 1 pCi/1.
dLocation no longer exists because surface drainage
was routed through a new sewer system installed in
July 1986.
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This decline reflects the effects of remedial action at the HISS
since 1984. Concentrations of radium-226 have remained almost
unchanged over the 3-year period. Overall, thorium-230
concentrations have been relatively stable over the 4-year
monitoring period.

3.6.4 Groundwater

Due to the remedial action conducted at the HISS, almost all
wells monitored at the site during 1984 were removed, and new
monitoring wells were established in 1985. Therefore, Table 3-9
reports data for 1985, 1986, and 1987 only, and the performance
of a meaningful trend analysis is not possible. The table does
show a significant decline in the concentrations of uraniam in
Wells 6 and 9, but comparisons of the other radionuclide
concentrations at these and other wells show no significant
changes. As more data are collected, trends may become more
apparent.
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TABLE 3-9
ANNUAL AVERAGE CONCENTRATIONS OF TOTAL
URANIUM, RADIUM-226, AND THORIUM-230
IN GROUNDWATER AT THE HISS. 1985-19873

Sampling Concentration (10~9 uCi/ml)c
Location15 1985 1986 1987

Total Uranium

6 71.6 33.0 40.0
9 25.6 <3.0 <3.0
10 3.1 6.0 4.0
11 <3.0 5.0 4.0
12 <3.0 4.0 5.0
13 <3.0 8.0 8.0
15 <3.0 5.0 3.0

Radium-226

6 0.8 0.7 1.2
9 0.4 0.2 0.2
10 0.2 0.1 0.2
11 0.3 0.4 0.2
12 0.4 0.4 0.5
13 0.1 0.3 0.3
15 0.3 0.4 0.4

Thorium-230

6
9

10
11
12
13
15

5.
0.
0.
0.
0.
0.
0.

5
2
2
9
4
3
5

2.
0.
0.
1.
2.
1.
1.

6
6
7
3
0
0
3

2.
0.
0.
0.
0.
0.
0.

9
2
3
8
8
3
8

aData sources for prior years are the annual
site environmental reports for those years
(Refs. 8-10).

^Sampling locations are shown in Figure 3-2.
cl x 10-9 uci/ml is equivalent to l pci/l.
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4.0 RELATED ACTIVITIES AND SPECIAL STUDIES

4.1 RELATED ACTIVITIES

In 1987, a change was initiated in the schedule for quarterly
monitoring of all FUSRAP sites such that sampling is conducted in
January, April, July, and October. Previously, quarterly sampling
was conducted in March, June, September, and December. The schedule
was modified to allow sufficient time for more complete analysis
activities. To implement this change, data from the last quarter of
1986 were carried over to the first quarter of 1987. Any bias
resulting from the use of 1986 data is considered negligible.

In addition, an improved external gamma radiation monitoring system
was introduced at the HISS in April 1987 in conjunction with the
currently used type of system. This system utilizes
tissue-equivalent TLDs, which permit a direct evaluation of the
accumulated dose of gamma radiation to the deep tissue of the body
(at a depth of 1 cm). Besides providing values that are more
realistic in terms of potential tissue dose than does the other type
of TLD, the tissue-equivalent TLD is more sensitive in detecting
external gamma radiation. Effective April 15, 1988, only
tissue-equivalent TLDs will be used. Environmental reports for 1983
and subsequent years will report data generated by the new TLDs.

During 1987, additional contaminated material was placed in the
supplementary waste storage pile at the HISS, and a cover was placed
over the pile. Characterization of the Futura Coatings site, the
HISS, and vicinity properties along Latty Avenue was completed.

4.2 SPECIAL STUDIES

In April 1987, monitoring of the groundwater for chemical indicator
parameters was initiated at the HISS to determine the need for
additional chemical sampling of water. These indicator parameters
are pH, Total Organic Carbon (TOC), Total Organic Halide (TOX), and
specific conductance.
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The results of these tests are presented in Table 4-1.

As shown in Table 4-1, specific conductance values range from
moderate to high. This indicates that the groundwater at HISS
contains corresponding levels of dissolved solids and is therefore
of low quality. From Well 15 south to Well 12, the specific
conductance increases, which indicates increasing degradation of
water quality from the north side of the site to the south side.
Well 6 has a high specific conductance because of its
correspondingly high concentration of dissolved solids.

Total organic carbon and total organic halide values are within
normal ranges for groundwater in urban industrial areas.

The pH values for the on-site wells are slightly acidic and do not
vary significantly from well to well. On the western half of the
site, alkanity increases slightly from south to north.

Analysis for indicator parameters will be augmented with more
detailed chemical characterization of the soil and groundwater in
1988.
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TABLE 4-1
ANALYSIS RESULTS FOR INDICATOR PARAMETERS

IN GROUNDWATER AT THE HISS, 1987

Parameter3

Total

Sampling
(Well

Locat ion
No. ) (

6

9
10
11
12

13
15

6.

7.

7.

6.

6.

6.

6.

PH
unit less]

7 - 6.9

2 - 8.7

2

9 - 7.0

7

6 - 6.8

7 - 6.9

1

1

2
3
2
4
0.
2

Organic
Carbon
(mg/1)

.2

.2

.2

.7

.7

62
.3

- 6.

- 3.

- 3.

- 4.
- 7.

- 5.

- 14

2

0

9

1

2

8

. 2

Total
Organic
Halide
(ug/1)

24
33
26
18
22

28

19

- 45

- 47

- 37

- 48

- 39

- 55

- 40

Specific
Conductance
(umhos/cm)

3900 -
510 -
922 -

1560 -
3420 -

7460 -

1190 -

6360

846

1110

1790

4300

8200

1320

aThe ranges in the table represent three quarters' measurements
since monitoring for indicator parameters began in the second
quarter. Where only one value is listed, the same reading was
obtained all three quarters.
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CCN 050970, February 11, 1988.

12. Bechtel National, Inc. Niagara Palls Storage Site Environmental
Monitoring Report Calendar Year 1984, DOE/OR/20722-55, Oak
Ridge, TN, July 1985.
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APPENDIX A
QUALITY ASSURANCE

A comprehensive quality assurance program was maintained to ensure
that the data collected were representative of actual concentrations
in the environment. First, environmental data were obtained to
prevent reliance on only a few results, which might not be
representative of the existing range of concentrations. Second,
current monitoring data were compared with historical data for each
environmental medium to ensure that deviations from previous
conditions were identified and evaluated. Third, samples at all
locations were collected using published procedures to ensure
consistency in sample collection. Fourth., each analytical
laboratory verified the quality of the data by conducting a
continuing program of analytical quality control, participating in
interlaboratory cross-checks, and performing replicate analyses.
Fifth, chain of custody procedures were implemented to maintain
traceability of samples and corresponding analytical results. This
program ensures that the monitoring data can be used to evaluate
accurately the environmental effects of site operations.

The majority of the routine radioanalyses for the FUSRAP
Environmental Monitoring Program was performed under subcontract by
Thermo Analytical/Eber1ine, Albuquerque, New Mexico. This
laboratory maintained an internal quality assurance program that
involved routine calibration of counting instruments, source and
background counts, routine yield determinations of radiochemical
procedures, and replicate analyses to check precision. The accuracy
of radionuclide determination was ensured through the use of
standards traceable to the National Bureau of Standards, when
available. The laboratory also participated in the Environmental
Protection Agency's (EPA) Laboratory Intercomparison Studies
Program. In this program, samples of different environmental media
(water, milk, air filters, soil, foodstuffs, and tissue ash)
containing one or more radionuclides in known amounts were prepared
and distributed to the participating laboratories. After the
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samples were analyzed, the results were forwarded to EPA for
comparison with known values and with the results from other
laboratories. This program enabled the laboratory to regularly
evaluate the accuracy of its analyses and take corrective action if
needed.

Interlaboratory comparison of the TLD results was provided by
participation in the International Environmental Dosimeter Project
sponsored jointly by the Department of Energy, the Nuclear
Regulatory Commission, and the EPA.

To ensure the accuracy of dose calculations, all computed doses were
double-checked by the originator and by an independent t h i r d party
who also checked all input data and assumptions used in the
calculat ions.
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APPENDIX B
ENVIRONMENTAL STANDARDS

The DOE long-term radiation protection standard of 100 mrem/yr above
background level includes exposure from all pathways except medical
treatments (Ref. 7). Evaluation of exposure pathways and resulting
dose calculations are based on assumptions such as the use of
occupancy factors in determining dose due to external gamma
radiation; subtraction of background concentrations of radionuclides
in air, water, and soil before calculating dose; closer review of
water use, using the data that most closely represents actual
exposure conditions rather than maximum values as applicable; and
using average consumption rates of food and water per i n d i v i d u a l
rather than maximums. Use of such assumptions will result in
calculated doses that more accurately reflect the exposure potential
from site activities.
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TABLE B-l

CONVERSION FACTORS

1 yr = 8760 h

1 liter = 1000 ml

1 mR ~ 1 mrem

1 mrem ~ 1000 uR

100 mrem/yr ^ 11.4 uR/h (assuming 8760 hours
of exposure per year)

1 uCi = 1,000,000 pCi

1 pCi = 0.000001 uCi

1 pCi/1 = 10~9 uCi/ml

1 pCi/1 = 0.000000001 uCi/ml

1 uCi/ml = 1,000,000,000 pCi/1

io-6 = o.oooooi
10~7 = 0.0000001

10~8 = 0.00000001

10~9 = 0.000000001

lO'10 = 0.0000000001

7 x 10'10 = 0.0000000007
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APPENDIX C
ABBREVIATIONS

cm
cm/sec
ft
9
gal
h
ha
in .
km
km/h
Ib
n
m
mg
mg/1
mi
ml
mph
mR
mr em
mR/yr
mrem/yr
m.s.1.
uCi/ml
ug/1
uR/h
PCI
pCi/g
pCi/1
yd3

cent imet er
centimeters per second
foot
gram
gallon
hour
hectare
inch
kilometer
kilometers per hoar
pound
meter
cubic meters
milligram
milligrams per liter
mile
milliliter
miles per hoar
milliroentgen
millirem
milliroentgens per year
millirem per year
mean sea level
microcuries per milliliter
micrograms per liter
microroentgens per hoar
picocur ie
picocuries per gram
picocuries per liter
cubic yards
year
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Radiation
in the

Environment
Radiation is a natural part of our environment. When our planet was formed, radiation was present—

and radiation surrounds it still. Natural radiation showers down from the distant reaches of the cosmos
and continuously radiates from the rocks, soil, and water on the Earth itself

During the last century, mankind
has discovered radiation, how to use
it. and how to control it. As a result.
some manmade radiation has been
added to the natural amounts present
in our environment

Many materials—both natural
and manmade—that we come in con-
tact with in our everyday lives are
radioactive. These materials are com-
posed of atoms that are unstable The
unstable atoms release particles or
waves as they change into more
stable forms. These particles and
waves are collectively referred to as
radiation, and a quantity of the

i kom MM nuctM> «*!«/> unstable atoms is referred to as
•ttuonai tetotfni ol tetffft II
MmenH Coufct ct >

Types of Ionizing Radiation
Radiation that has enough energy to disturb the electrical balance in the atoms of substances

it passes through is called ionizing radiation. There are three basic forms of ionizing radiation.
AJphJ

Alpha particles are the
largest and slowest moving
type of radiation. They are easi-
ly stopped by a sheet of paper
or the skin. Alpha particles can
only move through the air a few
inches before being stopped by
air molecules. However, alpha
radiation is dangerous to sensi-
tive tissue inside the body.

Beta
Bata particles are much

smaller and taster moving than
alpha particles. Beta particles
pass through paper and can
travel in the air for about 10
feet. However, they may be
stopped by thin shielding such
as a sheet of aluminum foil.

Gamma
Gamma radiation is a type

of electromagnetic wave that
travels at the speed of light. It
takes a thick wall of steel, lead,
or concrete to stop gamma
rays. X rays and cosmic rays
are similar to gamma radiation.
X rays are produced by man-
made devices; cosmic rays
reach Earth from outer space

References
enact ct tonomg i on Human Heatti. Th». Arthur C.
Effect* on Poputauona el Expoeur* to Low Lave* ol tonttna.
«radam> Press. 1M4

Ms* York UntowMy Hldlc* Center Atomic Industrial Forum. 1964
ComrfKlM on lha Biological EHect* o« lontnng Radiation* National

: Report Number M national Council on Radiation Protection and
1tT7

i and toduatry A P Jacobean and O.P
RadMeftMT) to Coneumer Product* US Muciaar RaguMor
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Units of Measure
Radiation can be measured in a variety of ways Typically, units of measure show either the total amount of radioactivity

present in a substance, or the level of radiation being given off.
The radioactivity of a substance i* measured in terms of the number of transformations (changes into more stable

terms) per unit of time The curie is the standard unit for thto measurement and is based on the amount of radioactivity
contained in 1 gram of radium. Numerically. 1 curie is 37 baHon transformations per second The amounts of radioactivity
that people normally work with are in the miWicurie (one-thousandth of a curie) or microcurie (one-millionth of a curie) range
Quantities of radioactivity in the environment are in the pteocurie. or pCi (one-triHionth of a curie) range

Levers of radiation are measured in various units. Tha laval Of gamma radiation in the air is measured by the roenrgen
This is a relatively large unit, so measurements are often calculated in miniroentgens. Radiation absorbed by humans <s
measured in either rad or ram. The rem i* the most daecripttve because it measures the ability of the specific type of radia-
tion to do damage to biological tissue Again, typical measurements win often be in the millirem. or mrem (one-thousandth
of a rem) range. On the average, people receive about 180 mrem of radiation a year Most of this radiation is from natural
radiation and medical exposure.

RADIATION IN THE ENVIRONMENT

Cosmic Radiation
Coarmc radiation « nigh-anargy gamma radia-
tton that ongmata* m outar apaca and Mar*
through our almoaphara

Saa Laval 2t mram/yaar

Atlanta. QA (1.050 toat) 37 rmam/yaar
Danvar. CO (5.300 toat) 7* nvam/ya*'

Sad laka City UT (4 «00 toat) 70 mram/yaaf
Spouna. WA (1.990 toat) 4$ mram/yaar

Terrestrial Radiation
Tarraamal aourca* ara naturaNy ladioacttva
alamanli m ma toil and walar auch a* tnonum.
radium, uranium and carton

Umt*d Stataf (avaraga) 2»
Oanvar. Cotorato 90
NHa Oatta. Eovot 390 mranVyaar
™twfl, I*re)nc9 390 nwoftrirjfOeV
COM o» Karaia India 400 m«am/yaa/
McA*a Brazil 2.55* mranvyaar
Pocot da Caidat. BrazM 7.000 nxanVyaar

•uNdlngi
B*Ws>d on occuponcy 7S poccofil of Hit) ttfnt).

Wood Houaa 3*
Bnck Houaa 48
Conerala Houaa 46

. . . . . . S O

The number* given here
ara approximate or

represent an average
sines samplss vary.

pCi • ptoocuns

Foods
Food com* loutas an i
motiiy tram careen 14. kydrogan-3.
pmaaaiiim to. maum 1H. e*J Stertum-232

.... 3SO pCMNar
. . . . . . . .20 oOMar

. . . . . .....1.400 pCVWar
OK . . . . . . . . . . . . . . . 4 .900 pCi/Mar

WMaMy . .............. 1JOO pCMHar

Fteur
. . . . . 14 pCVg
....O.UpCtfg
....0.12pf>g

Taa . . . . . . . . . . . . . . . . . . . . . . . 0.40 pCVg

Medical Treatment
Tha axpoauraa from madicai diagnosis vary
•rtdaly according 10 ttia raqmrad procaou't i*«
aqutpnianl and Mm uaad tor > ray«. and th« skill
et ina oparaior

Cnaat X May 20 nv«m
Oantal X Hay. Whola Mouth 900 nu«m

Intematlonal Nuclear Weapons Test
FaMout
Avoraga tor a U S citizan i mram^air

Consumer Goods
Ogaranaa (2 packa/day) 8.000 mram/y««r

(Potontum-210)
Cotor Tala»mon i mram/y«a'
Oaa Lantam Mantta 3 mrtm/Nxi-

(Vwnum-232)
Hlgnvayi 4 mr«m/y«ir
Jat Akptona Travat/1.500 mria* t mram

6-9 mc»m/y«»r

4 mram/yaar
1.500 mram/yaar

Clock 9 mram/yaar

0 2 mram/yaar

Natural Qaa Slova
(raoon-222)

(uranium aata)

(radtan-2?*)
Smetia Dancter
(awiartetum-241)

Specific auflolngs
US CapMol BuMng
•jelaW of *KHu*9 of
OVandCanm »
Tha V

to butttfnga vary,
kxaaon. Irom 0 1 to tOO pCMNar

. . . . . . . . 14 pCMHar
ng Urn* 100.0 pCMNar

• Natural tadteactMty In Florida Ftwsphate Fertilizers (In pCI/gram|

aMaM

n....Jit_l..tujjiia
Cuiiu**** MII»»
Oypaum

aa-22* U-2J8 TH-2IO

M 213 »1 1*9

aaptMa 210 MO 4*0
330 SO 130

Tn-212

06

13

03
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APPENDIX E
DISTRIBUTION LIST FOR HAZELWOOD INTERIM STORAGE SITE

ANNUAL SITE ENVIRONMENTAL REPORT

Media;
City Editor
GLOBE-DEMOCRAT
1710 North Tucker Boulevard
St. Louis, Missouri 63101

Editor
RIVER FRONT TIMES
1915 Park
St. Louis, Missouri 63104

Environmental Editor
ST. LOUIS POST-DISPATCH
1710 North Tucker Boulevard
St. Louis, Missouri 63101

News Editor
Suburban St. Louis Newspaper Group
7020 Chippewa Street
St. Louis, Missouri 63119

ASSOCIATED PRESS
1710 North Tucker Boulevard
St. Louis, Missouri 63101

UNITED PRESS INTERNATIONAL
900 North Tucker Boulevard, 2nd Floor
St. Louis, Missouri 63101

News Director
KDNL-TV
1215 Cole Street
St. Louis, Missouri 63106

News Director
KETC-TV
6996 Milbrook Boulevard
St. Louis, Missouri 63130

News Director
KMOX-TV
One Memorial Drive
St. Louis, Missouri 63102

News Director
KPLR-TV
4935 Lindell
St. Louis, Missouri 63108
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News Director
KSDK-TV
1111 Olive Street
St. Louis, Missouri 63105

News Director
KTVI-TV
5915 Berthold Avenue
St. Louis, Missouri 63110

News Director
Radio Station KMOX
One Memorial Drive
St. Louis, Missouri 63102

News Di rector
Radio Station KEZK
7711 Carondelet Avenue
St. Louis, Missouri 63105

News Director
Radio Station WIL
300 North Tucker Boulevard
St. Louis, Missouri 63101

Federa 1:

Mr. Morris Kay, Administrator (5 Copies)
U.S. Environmental Protection Agency
Region VII
726 Minnesota Avenue
Kansas City, Missouri 66101

Mr. Robert Morby, Superfund Section
U.S. Environmental Protection Agency
Region VII
726 Minnesota Avenue
Kansas City, Missouri 66101

Director, Office of Radiation Programs (2 copies)
U.S. Environmental Protection Agency
401 M Street, SW
Washington, D.C. 20460

Mr. George DeBuchannanne, Chief
Office of Radiohydrology
U.S. Department of Interior
Geological Survey, MS 140
Reston, Virginia 22000

Mr. Leland Rouse
Fuel Cycle Safety Branch
U.S. Nuclear Regulatory Commission
Washington, D.C. 20555
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Mr. James Zerega
U.S. Army Corps of Engineers
210 North Tucker Boulevard
St. Louis, Missouri 63101-1986

State:

Dr. Fred Brunner, Director
State of Missouri
Department of Natural Resources
Post Office Box 176
Jefferson City, Missouri 65102

Dr. David Bedan (5 Copies)
State of Missouri
Department of Natural Resources
Post Office Box 176
Jefferson City, Missouri 65102

Mr. John R. Crellin, Director
Bureau of Environmental Epidemiology
Division of Health
State of Missouri
Department of Social Services
Post Office Box 570
Jefferson City, Missouri 65102

Mr. D. R. Dodson
Division of Health
State of Missouri
Department of Social Services
1511 Locust Street, Third Floor
St. Louis, Missouri 63103

Local:

Honorable Douglas Palmer
Mayor, City of Hazelwood
415 Elm Grove
Hazelwood, Missouri 63042

Mr. Ed Carlstom
City Manager
City of Hazelwood
415 Elm Grove
Hazelwood, Missouri 63042

Mr. Jose Hernandez
Division of Public Works
City of Hazelwood
415 Elm Grove
Hazelwood, Missouri 63042
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Ms. Dian Sharma
Health Commissioner
City of St. Louis
Department of Health and Hospitals
Division of Health
Post Office Box 14702
St. Louis, Missouri 63178-4702

Honorable Jack Quigle
Mayor, City of Berkeley
6140 North Hanley Road
Berkeley, Missouri 63134

Mr. Larry Birkla
City Manager
City of Berkeley
6140 North Hanley Road
Berkeley, Missouri 63134

Mr. Emmanuel Malang
Superintendent of Public Works
City of Berkeley
6140 North Hanley Road
Berkeley, Missouri 63134

Honorable Vincent C. Schoemehl
Mayor, City of St. Louis
Tucker and Market Streets
St. Louis, Missouri 63103

Mr. Thomas A. Villa, President
St. Louis Board of Aldermen
Tucker and Market Streets
St. Louis, Missouri 63103

Mr. Robert H. Dierker, Jr.
Assistant City Counselor
City of St. Louis
314 City Hall
St. Louis, Missouri 63103

Honorable Robert Feigenbaum
Missouri House of Representatives
State Capitol
Jefferson City, Missouri 65101

General Donald Bennett
Director of Airports
Lambert-St. Louis International Airport
Post Office Box 10036
St. Louis, Missouri 63145
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Mr. Gene McNary
County Executive
County Government Center
Clayton, Missouri 63105

Honorable E. W. Abram
Mayor, City of Bridgeton
11955 Natural Bridge Road
Bridgeton, Missouri 63044

Mr. John Spell
Administrative Chief
Industrial Hygiene Section
Department of Community Health and Medical Care
801 South Brentwood Boulevard
Clayton, Missouri 63105

Mr. David A. Visintainer
City of St. Louis, Water Division
Chain of Rocks Plant
10450 Riverview Drive
St. Louis, Missouri 63137

Congressional:

Honorable Christopher S. Bond
U.S. Senate
321 Hart Senate Office Building
Washington, DC 20510

Honorable John C. Danforth
U.S. Senate
497 Russell Senate Office Building
Washington, DC 20510

Ms. Clair Elsberry
Senator Danforth's Office
1223 Jefferson Street
Jefferson City, Missouri 65101

Mr. Rod McDonald
Senator Danforth's Office
815 Olive Street, Room 228
St. Louis, Missouri 63101

Honorable Jack Buechner
U.S. House of Representatives
502 Cannon House Office Building
Washington, DC 20515
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Honorable William L. Clay
U.S. House of Representatives
2470 Rayburn House Office Building
Washington, DC 20515

Honorable Harold L. Volkmer
U.S. House of Representatives
2411 Rayburn House Office Building
Washington, DC 20515

Mr. L. J. Peery, Science Consultant
Senate Research Staff
Senate Post Office
State Capitol
Jefferson City, Missouri 65101

Honorable Edwin L. Dirck
Missouri State Senate
State Capitol
Jefferson City, Missouri 65101

Honorable Wayne Goode
Missouri State Senate
State Capaitol
Jefferson City, Missouri 65101

Honorable Neil Molloy
Missouri House of Representatives
State Capitol
Jefferson City, Missouri 65101

Honorable James Russell
Missouri House of Representatives
Di st r ict 7 5
State Capitol
Jefferson City, Missouri 65101

Honorable Judith O'Cor.nor
Missouri House of Representatives
District 76
State Capitol
Jefferson City, Missouri 65101

Honorable Robert Quinn
Missouri House of Representatives
State Capitol
Jefferson City, Missouri 65101

Honorable Craig Kilby
Missouri House of Representatives
District 21
State Capitol
Jefferson City, Missouri 65101
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Library;

Reference Librarian
St. Louis County Library
1640 Lindbergh Boulevard
St. Louis, Missouri 63131

Miscellaneous;

Mr. Park Owen (2 Copies)
Remedial Action Program Information Center
Oak Ridge National Laboratory
Martin Marietta Energy Systems, Inc.
Post Office Box X
Oak Ridge, Tennessee 37831

Distribution (27 Copies)
Office of Scientific and Technical Information
U.S. Department of Energy
Post Office Box 62
Oak Ridge, Tennessee 37831

Mr. John M. Peterson (3 Copies)
Energy and Environmental Systems Division
Argonne National Laboratory
9700 South Cass Avenue, Building 362
Argonne, Illinois 60439

Bechtel National, Inc.
Post Office Box 37
Hazelwood, Missouri 63042

Ms. Meredith Bollmeier
258 Cedar Groves
St. Charles, Missouri 63303

Ms. Key Drey
515 West Point Avenue
University City, Missouri 63130

Mr. Harold Heitmann
Executive Director

National Environmental Trust
1810 Craig Road, Suite 119
St. Louis, Missouri 63141

Mr. Joseph H. Copeland, Director
Health, Safety, and

Environmental Affairs
McDonnell Douglas Corporation
Post Office Box 516
St. Louis, Missouri 63166
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Ms. Pat Hicks
Public Relations Director
Mallinckrodt, Inc.
Post Office Box 5840
St. Louis, Missouri 63134

Mr. E. Dean Jarboe
Futura Coatings
9200 Latty Avenue
Hazelwood, Missouri 63042

Mr. Roger Kelly, Attorney
Mallinckrodt, Inc.
McDonnell Boulevard
Post Office Box 5840
St. Louis, Missouri 63134

St. Louis County League of
Women Voters

6655 Delrnar, Room 304
St. Louis, Missouri 63130

Mr. George Rifakes
Cotter Corporation
Post Office Box 767
Chicago, Illinois 60690

Mr. J. L. Tuepker
Vice President for Production
St. Louis County Water Company
535 N. New Ballas Road
St. Louis, Missouri 63141

DOE-Headquarters;

Mr. Douglas G. Elmets, Press Secretary
Office of Press Secretary
CP-60, Room 8G-096, HQ, FORSTL

Mr. Edward R. Williams, Director
Office of Environmental Analysis
EH-22, Room 4G-036, HQ, FORSTL

Mr. John C. Tseng, Acting Director (5 copies)
Office of Environmental Guidance and Compliance
EH-23, Room 7A-075, HQ, FORSTL
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Mr. Randal S. Scott, Acting Director (2 copies)
Office of Environmental Audit
EH-24, Room 3E-094, HQ, FORSTL

Ms. Carol M. Borgstrom, Acting Director
Office of NEPA Project Assistance
EH-25, Room 3G-092, HQ, FORSTL

Mr. John E. Baublitz, Acting Director
Office of Remedial Action and Waste Technology
NE-20, Room E-435, HQ, GTN

Mr. James J. Fiore, Director
Division of Facility and Site

Decommissioning
NE-23, Room D-430, HQ, GTN

Ms. Gale Turi
Division of Facility and Site

Decommissioning
NE-23, Room D-424, HQ, GTN

Mr. James W. Wagoner, II
Division of Facility and Site

Decommissioning
NE-23, Room D-428, HQ, GTN

Mr. Andrew Wallo, III
Division of Facility and Site

Decommissioning
NE-23, Room D-428, HQ, GTN

DOE-ORO:

J. T. Alexander M-4 (3 copies)
G. W. Benedict, CE-50
P. J. Gross, CE-53
B. D. Walker, CE-53
S. K. Oldham, CE-53
J. F. Wing, CE-53
A. P. Avel, CE-53
H. W. Hibbits, SE-31 (3 Copies)
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